Product data sheet

BP® Lightweight multi-standard high
visibility APC2 jacket

2238-840-6556

Standards
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EN 1SO 20471 EN 1149-5 EN 13034-6 IEC 61482-2 EN SO 11611 ENISO 11612

e EN ISO 20471 high visibility clothing class 2

e EN 1149-5 protective clothing — electrostatic
properties

e EN 13034-6 protective clothing against liquid
chemicals type 6

e |[EC 61482-1-2 protection against thermal hazards
of electric arc cl. 1, cl. 2 in two-layer area

e EN ISO 11611 protective clothing for use in welding
Cl.L1-A1

e EN ISO 11612 protective clothing against heat and
flame A1, B1, C1, F1

Special features

electric arc class 2

elasticated reflective strips

arm-lift system for greater movement
permanent chemical protection (tested after 30
washes)

Stand-up collar, concealed zip and press stud band, 2
breast pockets with flap fastening, 2 side pockets with
fastening and facing, 1 inside Napoleon pocket,
ergonomically shaped sleeves, arm-lift system for greater

Description movement, cuffs with fastening, 2 reflective strips on
each sleeve, 1 continuous reflective strip above the waist,
2 continuous vertical reflective strips on front and back,
two-layer front and sleeves

Color warning orange/anthracite




Product data sheet

Fabric weight 320 g/m2
Outer fabric 1
31% Polyester, 28% Modacrylic, 20% Viscose, 20%
Aramid, 1% Other fibres

Fabric

<
Outer fabric 2

50% Viscose, 50% Aramid

Washing instructions
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Laundry suitability

Suitable for industrial laundering - ISO 15797
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Size chart

34/37n-50/52n; 34/371-44-46|

BP® catalogue pages

MPP Ubersicht 2023

BP® Partnership

www.bp-online.com

BIERBAUM-PROENEN. SINCE 1788.
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